REAL TIME VCR 

OWNER'S MANUAL 

MODEL: ERV30N 30 Hour Real Time/Time Lapse VCR 

ERV96N 96 Hour Time Lapse VCR 

ERV68N 1 68 Hour Time Lapse VCR 

ERV60N 960 Hour Time Lapse VCR 




Before connecting, operating, or adjusting this product, 
please read this instruction booklet carefully and completely. 




WARNING :T0 REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, 

DO NOT EXPOSE THIS PRODUCT TO RAIN OR MOISTURE. 




CAUTION 



RISK OF ELECTRIC SHOCK 
DO NOT OPEN 




CAUTION : TO REDUCE THE RISK 
OF ELECTRIC SHOCK, 
DO NOT REMOVE COVER (OR BACK); 
NO USER-SERVICEABLE PARTS INSIDE 
REFER SERVICING TO QUALIFIED SERVICE 
PERSONNEL. 





This lightning flash with arrowhead sym- 
bol within an equilateral triangle is intend- 
ed to alert the user to the presence of 
uninsulated dangerous voltage within the 
product's enclosure that may be of suffi- 
cient magnitude to constitute a risk of 
electric shock to persons. 

The exclamation point within an equilater- 
al triangle is intended to alert the user to 
the presence of important operating and 
maintenance (servicing) instructions in the 
literature accompanying the product. 



IMPORTANT COPYRIGHT INFORMATION: Many 
television programs and films are copyrighted. In 
certain circumstances, copyright law may apply to 
private in-home video taping of copyrighted materi- 
als. 

FCC WARNING: This equipment may generate or 
use radio frequency energy. Changes or modifica- 
tions to this equipment may cause harmful interfer- 
ence unless the modifications are expressly 
approved in the instruction manual. The user could 
lose the authority to operate this equipment if an 
unauthorized change or modification is made. 



CAUTION : TO PREVENT ELECTRIC SHOCK, 
DO NOT USE THIS PLUG WITH AN EXTEN- 
SION CORD, RECEPTACLE OR OTHER OUT- 
LET UNLESS THE PLUG CAN BE FULLY 
INSERTED WITHOUT EXPOSING ANY PARTS 
OF THE BLADES. 



The serial number is found on the back of this 
unit. This number is unique to this unit and not 
available to others. You should record requested 
information here and retain this guide as a per- 
manent record of your purchase. 

Model No. 

Serial No. 



Warning 

This is a Class A product. In a domestic environment this product may cause radio interference in which 
case the user may be required to take adequate measures. 



REGULATORY INFORMATION 



This equipment has been tested and found to comply 
with the limits for a Class A digital device, pursuant to part 
15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful 
interference when the equipment is operated in a 
commercial environment. This equipment generates, 
uses, and can radiate radio frequency energy and, if not 
installed and used in accordance with the instruction 
manual, may cause harmful interference to radio 
communications. Operation of this equipment in a resi- 
dential area is likely to cause harmful interference in 
which case the user will be required to correct the inter- 
ference in which case the user will be required to correct 
the interference at his own expense. 



• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and 
receiver. 

• Connect the equipment into an outlet on a circuit 
different from that to which the receiver is connected. 

• Consult the dealer or an experienced radio/TV 
technician for help. 

This Class (B) digital apparatus meets all requirements 
of the Canadian Interference-Causing Equipment 
Regulations. 

Cet appareil numerique de la classe (B) respecte toutes 
les exigences du Reglement sur le materiel brouilleur 
du Canada. 
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• This unit is a part of the crime prevention system. 



SAFETY TIPS 




Important safeguards for you and your new product 

Your product has been manufactured and tested with your safety in mind. However, improper use can 
result in potential electrical shock or fire hazards. To avoid defeating the safeguards that have been built 
into your new product, please read and observe the following safety points when installing and using your 
new product, and save them for future reference. 

Observing the simple precautions discussed in this section of the operating guide can help you get many 
years of enjoyment and safe operation that are built into your new product. 



1. Read Instructions 

All the safety and operating instructions should 
be read before the product is operated. 

2. Follow Instructions 

All operating and use instructions should be fol- 
lowed. 

3. Retain Instructions 

The safety and operating instructions should be 
retained for future reference. 

4. Heed Warnings 

All warnings on the product and in the operat- 
ing instructions should be adhered to. 

5. Cleaning 

Unplug this product from the wall outlet before 
cleaning. Do not use liquid cleaners or aerosol 
cleaners. Use a damp cloth for cleaning. 

6. Water and Moisture 

Do not use this product near water - for exam- 
ple, near a bath tub, wash bowl, kitchen sink, 
or laundry tub, in a wet basement, or near a 
swimming pool. 

7. Accessories 

Do not place this product on an unstable cart, 
stand, tripod, bracket, or table. The product 
may fall, causing serious injury to a child or 
adult, and serious damage to the product. Use 
only with a cart, stand, tripod, bracket, or table 
recommended by the manufacturer, or sold 
with the product. Any mounting of the product 
should follow the manufacturer's instructions, 
and should use a mounting accessory recom- 
mended by the manufacturer. 

8. Transporting Product 

A product and cart combination should be 
moved with care. Quick stops, excessive force, 
and uneven surfaces may cause the product 
and cart combination to overturn. 




9. Attachments 

Do not use attachments not recommended by 
the product manufacturer as they may cause 
hazards. 

10. Ventilation 

Slots and openings in the cabinet are provided 
for ventilation and to ensure reliable operation 
of the product and to protect it from overheat- 
ing, and these openings must not be blocked or 
covered. The openings should never be 
blocked by placing the product on a bed, sofa, 
rug, or other similar surface. This product 
should not be placed in a built-in installation 
such as a bookcase or rack unless proper ven- 
tilation is provided or the manufacturer's 
instructions have been adhered to. 

11. Power Sources 

This product should be operated only from the 
type of power source indicated on the marking 
label. If you are not sure of the type of power 
supply to your home, consult your product deal- 
er or local power company. For products 
intended to operate from battery power, or 
other sources, refer to the operating instruc- 
tions. 

12. Line-Cord Polarization 

This product is equipped with a polarized alter- 
nating-current line plug (a plug having one 
blade wider than the other). This plug will fit 
into the power outlet only one way. This is a 
safety feature. If you are unable to insert the 
plug fully into the outlet, try reversing the plug. 
If the plug should still fail to fit, contact your 
electrician to replace your obsolete outlet. Do 
not defeat the safety purpose of the polarized 
plug. 

13. Power-Cord Protection 

Power-supply cords should be routed so that 
they are not likely to be walked on or pinched 
by items placed upon or against them, paying 
particular attention to cords at plugs, conve- 
nience receptacles, and the point where they 
exit from the product. 



PORTABLE CART WARNING 



SAFETY TIPS (Cont'd) 



14. Outdoor Antenna Grounding 

If an outside antenna or cable system is con- 
nected to the product, be sure the antenna or 
cable system is grounded so as to provide 
some protection against voltage surges and 
built-up static charges. Article 810 of the 
National Electrical Code (U.S.A), ANSI/NFPA 
70 provides information with regard to proper 
grounding of the mast and supporting struc- 
ture, grounding of the lead-in wire to an anten- 
na discharge unit, size of grounding conduc- 
tors, location of antenna-discharge unit, con- 
nection to grounding electrodes, and require- 
ments for the grounding electrode. 



EXAMPLE OF GROUNDING ACCORDING TO 
NATIONAL ELECTRICAL CODE INSTRUCTIONS 



Antenna Lead in Wire 




NEC - NATIONAL ELECTRICAL CODE 



Power Service Grounding 
Electrode System 
(NEC Art 250, Part H) 



15. Lightning 

For added protection for this product (receiver) 
during a lightning storm, or when it is left unat- 
tended and unused for long periods of time, 
unplug it from the wall outlet and disconnect 
the antenna or cable system. This will prevent 
damage to the product due to lightning and 
power-line surges. 

16. Power Lines 

An outside antenna system should not be 
located in the vicinity of overhead power lines 
or other electric light or power circuits, or 
where it can fall into such power lines or cir- 
cuits. When installing an outside antenna sys- 
tem, extreme care should be taken to keep 
from touching such power lines or circuits as 
contact with them might be fatal. 

17. Overloading 

Do not overload wall outlets and extension 
cords as this can result in a risk of fire or elec- 
tric shock. 



18. Object and Liquid Entry 

Never push objects of any kind into this prod- 
uct through openings as they may touch dan- 
gerous voltage points or short-out parts that 
could result in a fire or electric shock. Never 
spill liquid of any kind on the product. 

19. Servicing 

Do not attempt to service this product yourself 
as opening or removing covers may expose 
you to dangerous voltage or other hazards. 
Refer all servicing to qualified service person- 
nel. 

20. Damage Requiring Service 

Unplug this product from the wall outlet and 
refer servicing to qualified service personnel 
under the following conditions: 

a. If the power-supply cord or plug is damaged. 

b. If liquid has been spilled, or objects have 
fallen into the product. 

c If the product has been exposed to rain or 
water. 

d. If the product does not operate normally by 
following the operating instructions. Adjust 
only those controls that are covered by the 
operating instructions as an improper adjust- 
ment of other controls may result in damage 
and will often require extensive work by a 
qualified technician to restore the product to 
its normal operation. 

e. If the product has been dropped or the cabi- 
net has been damaged. 

f. If the product exhibits a distinct change in 
performance. 

21 . Replacement Parts 

When replacement parts are required, be sure 
the service technician has used replacement 
parts specified by the manufacturer or have the 
same characteristics as the original part. 
Unauthorized substitutions may result in fire, 
electric shock, or other hazards. 

22. Safety Check 

Upon completion of any service or repairs to 
this product, ask the service technician to per- 
form safety checks to determine that the prod- 
uct is in proper operating condition. 

23. Wall or Ceiling Mounting 

The product should be mounted to a wall or 
ceiling only as recommended by the manufac- 
turer. 

24. Heat 

The product should be situated away from heat 
sources such as radiators, heat registers, 
stoves, or other products (including amplifiers) 
that produce heat. 




CONTROL NAMES AND LOCATIONS 



FRONT 





POWER/TIMER button 

(Press for on; press again for off) 

The display window becomes brighter when 

the VCR is switched on. 

By setting power off, a timer program is set to 

work. 

REC (RECORD) button 

Press to begin recording. 
Cassette loading slot 

Cassette tape is inserted in this slot. 

Shuttle Ring 

Refer to page 18. 

Jog Ring 

Refer to page 18. 

CLEAR, BUZZER OFF button 

Press to delete the information stored on the 

screen display, such as Alarm recall, Power 

fail and Timer program. It can also be used to 

stop the buzzer sound or to alarm record if it is 

held for at least 3 seconds. 

PLAY/REC CHK button 

Press to play back a previously recorded tape. 

Pressing this button while recording provides 

confirmation of the recording operation. The 

tape plays back the last 4 seconds of video 

then returns to the recording mode. 

PAUSE/STILL button 

When pressed during recording, tape move- 
ment stops temporarily. Press again to contin- 
ue the recording. When pressed during play- 
back, tape movement stops. Press again to 
advance by still frame. 
STOP/EJECT button 
Press once to discontinue all tape related 
functions. Press a second time to eject the 
cassette. 



10. CLOCK, COUNT, REMAIN button 

Pressing this button toggles between the 
CLOCK, COUNT and REMAIN displays. 
CLOCK shows the current time, COUNT 
shows the incremental counter for recording or 
playing, and REMAIN indicates the remaining 
time on the tape. 

11. AUDIO OFF LED 

This LED illuminates when Audio PLAY fea- 
ture is disabled. It can be enabled by changing 
the setting of Audio PLAY on VCR SETUP 
Menu. 

12. ALARM STANDBY LED 

This LED illuminates when the ALARM 
RECORD feature is enabled. It can be 
disabled by changing the setting under 
ALARM REC MODE on the REC MODE 
SETUP Menu. 

13. KEY LOCK button 

The KEY LOCK setting allows the user to pre- 
vent changes to the setting. The VCR stays in 
the current mode. 

14. SELECT (TRACKING) button 

Press to change the value of a setting on the 
menu screen or to operate tracking during 
playback or slow playback. 

15. REC/PB SPEED UP button 

Press to select from an ascending order, the 
record/playback speed (6H, 18H, 30H...). 

16. REC/PB SPEED DOWN button 

Press to select from a descending order, the 
record/playback speed (960H, 480H...). 

17. MOVE (TRACKING) button 

Press to move the cursor down to the next 
available option on the menu screen, or to 
adjust the tracking during the playback or slow 
mode. 

18. MENU button 

Press to display and change the settings of 
the VCR while viewing on the video monitor. 



CONTROL NAMES AND LOCATIONS (Cont'd) 




1. POWER CORD 

Connect only to an AC 120V, 60Hz outlet. 

2. RS232C connector (OPTION) 

To connect a personal computer for 
controlling the VCR. 

3. MIC (OPTION) 
Microphone Input. 



Terminal Signal Levels 



7 6 

4. AUDIO IN/OUT JACK 

Connect the audio input and output 
terminal. 

5. VIDEO IN/OUT JACK 

Connect the video input and output 
terminal. 

6. SWITCHER CONNECTOR JACK 

Connect from the switcher. 

7. RESET BUTTON 

Use this button to reset the VCR. 



TERMINAL 



1. ALARM IN 



3. ALARM OUT 



5. SERIES IN 



6. SERIES OUT 



8. TRIGGER OUT 



10. LOW TAPE OUT 



11. 1-SHOT REC IN 



2, 4, 7, 9, 12. GND 



SIGNAL LEVEL 



VlH 

ToTT 



VlH 



VOH 

Vol 



VlH 



Vol 



Vol 



VlH: 4~5V, VIL: 0-0.6V 
T: above 500msec 



VOH:4~5V, VOL: 0-0.6V 
T: ALARM REC STATE 



VlH: 4~5V, VIL: 0-0.6V 
T: above 500msec 



VOH:4~5V, VOL: 0-0.6V 
T: above 500msec 



VOH:4~5V, VOL: 0-0.6V 
T: above 1 6msec 



VOH:4~5V, VOL: 0-0.6V 
T: above 500msec, 
end of tape or low tape or 
DECK error 



VlH: 4~5V, VIL: 0-0.6V 
T: above 500msec 



ov 



IN/OUT 



INPUT 



OUTPUT 



INPUT 



OUTPUT 



OUTPUT 



OUTPUT 



INPUT 



COMMON 




CONTROL NAMES AND LOCATIONS (Cont'd) 



INDICATOR PANEL 




ALARM SERIES REC TIMER 



1 

iiO 00 ! 



o~o 



INDEX 
P.FAIL 
K.LOCK 
REPEAT 



12 

1 . REAL TIME VCR SPEED Indication 

2. ALARM Indication (ALARM REC ON 
indication) 

3. SERIES Indication 

4. RECORD Indication 

5. TIMER Indication 

6. CASSETTE Indication 

7. INDEX Indication 

8. POWER FAILURE Indication 



11 



10 



9. KEY LOCK indication 

10. REPEAT Indication 

11. FUNCTION lndication(CLOCK, TAPE 
COUNTER, ERROR) 

12. VCR FUNCTION Indication 



VCR FUNCTION Indication 



PLAYBACK INDICATION 


BESIDE PLAYBACK INDICATION 


PLAYBACK 


► 


RECORDING 




REVERSE PLAYBACK 


< 


TIMER RECORDING 


IRECI ITIMERI 

> 


PAUSE STILL 


DD 


ALARM INDEX SEARCH 


Al 1 1 1 A 
— INDEX — 
/\ 1 1 |\ 


FAST FORWARD 




ALARM RECORDING 


ALARM 


REWIND 


« 


FORWARD SLOW PICTURE/ 
FORWARD FIELD ADVANCE 


D> 


SERIES RECORDING 


ISERIESI 


REVERSE SLOW PICTURE/ 
REVERSE FIELD ADVANCE 


<D 




4'- 

/|\ 


CUE 


>V- 


DOUBLE-SPEED PLAY 


REVERSE TRIPLE- 


-<- 


REVIEW 




SPEED PLAY 



INSTALLATION 



• Connect your VCR's AUDIO/VIDEO output jacks on back of your MONITOR'S A/V input jacks. 
If your MONITOR has not A/V input jacks, please change the MONITOR of TV with A/V input 
jack. 

• Connect the CCD CAMERA to VCR's VIDEO input jack. 



VCR TO MONITOR AND CCD CAMERA CONNECTION 



RS-232C communication is possible 
when the optional RS-232C interface 
adapter is mounted. 



MONITOR 




VCR's Back Panel 



CAMERA 




The cable of audio and video are not provided with your VCR. 

"RS-232C" is an interface standard for data terminals and data communications equipment 
employing serial binary data exchange as stipulated under the RS-232 EIA standard. Using 
the RS-232C interface, this VCR can be controlled by a personal computer. 



SWITCHER CONNECTIONS 



To use the switcher and trigger function properly, Refer to their instruction booklet. 



HOW TO CONNECT SWITCHER WITH TRIGGER INPUT TERMINAL 




1MERA 

in (ksd ifffm 



PLAYBACK REC 



MONITOR 



CAMERA 1 
CAMERA 2 

CAMERA 8 




From TRIGGER OUT 



To ALARM IN .' 



VCR 



null 



To TRIGGER IN 

From GROUND 



SWITCHER 



AUDIO IN 



smmms 



i 
i 

i , 



® ® © (!S AUDIO OUTl 



.From ALARM 0_UT _ 
FromGROUND 



To TRIGGER OUT; 
GROUND; 



JTo ALARM IN 
GROUND 
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SWITCHER CONNECTIONS(Cont'd) 

HOW TO CONNECT SWITCHER, WHICH DOES NOT HAVE TRIGGER INPUT TERMINAL 




ALARM RECORD CONNECTION 



Connect alarm output of SWITCHER to alarm input of VCR, and then connect alarm out GND of 
SWITCHER to alarm input of VCR. 

To ALARM IN 




SWITCHER'S 
Back Panel 



ALARM IN 

12 3 4 



To ALARM OUT 



©©©©©©®©®®®@ 



VCR's Back Panel 



To GROUND 



To GROUND 



SERIES RECORD CONNECTION 



Connect other VCR after connecting the first VCR to SWITCHER. 

After connecting, turn on the VCR, and then select the ON: SERIES mode in REC MODE menu. 
(Refer to the page 24.) 



CAMERA 



© ® fe © ® © 



VCR 1 



D © © ® @ © @ 









1 










1 

























































TO MONITOR'S 
VIDEO IN 



VCR 2 



© © Bg 



8 D © ® ® © © < 



©ALARM IN © TRIGGER OUT 

® ALARM OUT ® LOW TAPE OUT 

© SERIES IN ©1-SHOTRECIN 
©SERIES OUT 2 4 7 9 12 GROUND 



VCR 3 




SETTING THE ON SCREEN DISPLAY 



The following pages describe the On Screen selections to be 
set. 

PREPARATION 

• Turn on the power of both the VCR and the MONITOR. 

• If you have a TV instead of MONITOR, turn on the power of 
TV and then set the TV's source selector to VIDEO. 



MAIN MENU 



► VCR SET UP 

REC MODE SET UP 

TIMER REC SET UP 

SEARCHES SET UP 

MAINTENANCE 

LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



MENU SELECTION 



1 Press MENU button and the main menu will appear. 

2 Select the desired menu with the MOVE button and then 
press the SELECT button. 



► CLOCK 
VHS-TAPE 
VIDEO 
AUDIO PLAY 
DISPLAY 
V-SYNC 



T-120 
AUTO 
ON 

LOWER-R 
ON 



(MOVE) (SELECT) (MENU) 



VCR SET UP (page 14) 




REC MODE SET UP 

(pages 22, 24 - 25) 



REC MODE SETUP 

► ALARM REC MODE 6H 
ALARM DURATION 1MIN 
1 SHOT INTERVAL 1SEC 
TRIGGER OUT 1 FIELD 
SERIES REC OFF 
REPEAT: 

STOP AT EOT 
(MOVE) (SELECT) (MENU) 



SET DAY START END 
► OFF 

OFF 
OFF 
OFF 
OFF 
OFF 
OFF 
OFF 



(MOVE) (SEL) (CLEAR) (MENU) 



TIMER REC SET UP 

(page 23) 



SEARCHES SET UP 

(page 19) 



ALARM SEARCH 



PRESS REW OR FF 
TO BEGIN ALARM SCAN 



ENTER NUMBER 00 

TO BEGIN INDEX SEARCH 



(DOWN) (UP) 



(MENU) 



MAINTENANCE 

► ALARM RECALL 

POWER FAIL RECALL 

ELAPSED TIME 

BUZZER ON 



(MOVE) (SELECT) (MENU) 



MAINTENANCE 

(pages 26 - 28) 



LANGUAGE 

Press select to toggle between English, French, Spanish, 
Germany, Italian and Russian by pressing SELECT. 
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SETTING THE SETUP MENU 



MAIN MENU 




MENU 

► VCR SET UP 

REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



VCR SET UP MENU 



• CLOCK 
VHS-TAPE 
VIDEO 
AUDIO PLAY 
DISPLAY 
V-SYNC 



T-120 
AUTO 
ON 

LOWER-R 
ON 



(MOVE) (SELECT) (MENU) 



Press MOVE to choose a 
desired item on the VCR 



VCR SET UP MENU 



CLOCK 
► VHS-TAPE 
VIDEO 
AUDIO PLAY 
DISPLAY 
V-SYNC 



T-120 
AUTO 
ON 

LOWER-R 
ON 



(MOVE) (SELECT) (MENU) 



PREPARATION 

• Turn on the power of both the VCR and the MONITOR. 

• If you have a TV instead of MONITOR, turn on the power of 
TV and then set the TV's source selector to VIDEO. 

1 Press MENU button. The main menu will appear. 



2 Press SELECT button. The VCR SET UP menu will appear. 



1. CLOCK SET 



Details are page 15. 



2. VHS-TAPE 



To choose the used tape type (T-120, T-160, T-180, T-210) by 
pressing SELECT 

• If you use a T-140 cassette tape, set the VHS-TAPE mode 
to T-160. 



3. VIDEO 



To choose the used camera's color type (AUTO, COLOR, B/W) 
by pressing SELECT- 



4. AUDIO PLAY 



The audio is switched between ON and OFF during playback 
by pressing SELECT. 



5. DISPLAY 



To choose the used time/date display position (LOWER-R, 
LOWER-L, UPPER-L, UPPER-R, OFF) by pressing SELECT. 



6. V-SYNC 



The V-SYNC is switched between ON and OFF during play- 
back by pressing SELECT. 




SETTING THE TIME 



MAIN MENU 



MENU 

► VCR SET UP 

REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



VCR SET UP MENU 



CLOCK 

VHS-TAPE 

VIDEO 

AUDIO PLAY 

DISPLAY 

V-SYNC 



T-120 
AUTO 
ON 

LOWER-R 
ON 



(MOVE) (SELECT) (MENU) 



CLOCK SET UP MENU 



CLOCK SET UP 

MM/DD/YY 
► DATE 01 / 01 / 01 MON 

HH:MM:SS 
TIME 00:10:00 
DATE FORMAT USA 



(MOVE) (SELECT) (MENU) 



CLOCK SET UP 

MM/DD/YY 
► DATE 11 / 19 / 01 MON 

HH:MM:SS 
TIME 17:30:00 
DATE FORMAT US 



(MOVE) (SELECT) (MENU) 



(Monitor/TV screen) 



17:30:00 
6H 11 / 19/01 



Things to know before starting 



• The clock uses the 24-hour system. 

• The initial SET DAY Setting is JANUARY 1, 2001. 



PREPARATION 

• Turn on the power of both the VCR and the MONITOR. 

• If you have a TV instead of MONITOR, turn on the power of 
TV and then set the TVs source selector to VIDEO. 

1 Press MENU button. The main menu will appear. 

2 Press MOVE to select the SET UP item and then press 
SELECT. The SET UP menu will appear. 

3 Press MOVE to select the CLOCK SET item and then press 



Example: November 19, 2001 ; 17:30 

4 Press SELECT and then DOWN or UP to set a month and 



5 The day, year and time are selected by the same method as 
step 4. 

The day of the week will display automatically. 

6 Press MENU button when finished. 

7 DATE FORMAT 

Press select to toggle between USA, ASIA and EUROPE by 
pressing SELECT. 





VIDEO CASSETTE TAPES 




SAFETY TAB 



1 



To prevent accidental era- 
sure, remove the tab after 
recording. 



To record again cover the 
hole with vinyl tape. 




This VCR will operate with any video cassette which has 
the HE mark. 



WHEN HANDLING VIDEO CASSETTES 



Do not expose video cassettes to extreme heat, high humidi- 
ty, or strong magnetic fields. 
Do not tamper with the cassette mechanism. 
Do not touch the tape with your fingers. 
Always store an unused cassette in its case. 



LOADING 



Hold the cassette with the arrow side up (top). Insert the 
cassette gently into the slot in the direction of the arrow (on the 
cassette) until the loading mechanism automatically pulls the 
cassette into the unit. Make certain that the cassette is inserted 
correctly. 

• If the cassette is not loaded correctly, the VCR will eject the 
cassette automatically after approximately 3 seconds. 




UNLOADING 



Press the STOP/EJECT button twice. The cassette will be eject- 
ed automatically. After the cassette is visible in the tape slot, pull 
it out to remove it. 

• Unloading the cassette is possible only when the power cord 
is connected to the wall outlet. 

• The cassette can be ejected when the STOP/EJECT button is 
pressed, even if the VCR's power is OFF 




NORMAL PLAYBACK 



PLAY/REC CHK 



rREC/PB SPEEDn 
□OWN 



STOP/EJECT 



r-TRA CK INGn 

□ » 

MOVE SEL 



rTRA CK ING-i 
MOVE SEL 



PREPARATION 

• Turn on the power of both the VCR and the MONITOR. 

• If you have a TV instead of MONITOR, turn on the power of 
TV and then set the TV's source selector to VIDEO. 



NORMAL PLAYBACK 



1 Insert a prerecorded video cassette. 

The |cro| indicator will light and the VCR will power-up auto- 
matically. 

• // a tape without a record protect tab is inserted the unit will 
start the playback automatically 

2 Press the PLAY button. 

Press DOWN or UP button to choose the desired time mode. 
The selecting time is displayed in the VCR indicator panel. 
Select the time while the mode is played back. 
6H-»1 8H-K30H-»72H-»96H-»1 20H-»1 68H^240H^480H-» 960H 

• The time mode could not be changed while the tape is playing 
back to the 2H or 4H. 

• If the tape reaches the end before STOP is pressed, the VCR 
will automatically stop and rewind. 

3 Press the STOP button to stop playback. 



TRACKING CONTROL 



If noise appears on the screen during playback, press either 
MOVE or SELECT buttons until the noise on the screen is 
reduced. 

• In case of vertical jitter, adjust these controls very carefully. 
- Tracking is automatically reset to normal when the tape is 
ejected. 



VERTICAL CONTROL 



When watching still playback, the picture may vibrate. In this 
case, press the MOVE or SELECT buttons to reduce or elimi- 
nate the picture vibration. 

• Each time a tape is loaded the VCR returns to the initial set- 
tings, but vertical vibration is not returned to the initial condi- 
tion. 




NOTES: 

• A picture may be vibrated vertically, but this is normal. 

• A distortion may appear on the top of the screen, but this is normal. 

• A sound may be muted during playback, but this is normal. 

• If the recording hour and playback hour are different, the sound may not be play back normally. (Set 
the AUDIO PLAY on the SETUP menu to OFF mode.) 
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SPECIAL EFFECTS PLAYBACK 



HOW TO USE THE SHUTTLE RING 



The shuttle ring is the outer dial. When the VCR is in STOP 
mode, the shuttle ring can be rotated to the left or right then 
released, and the VCR will engage in the REWIND or FAST 
FORWARD function. While in the REWIND or FAST FORWARD 
mode, the shuttle ring can be rotated and held to engage the 
LOGIC search mode. Releasing the shuttle ring returns it to the 
REWIND or FAST FORWARD function. 



1 DURING PLAYBACK MODE 



REVERSE 
PLAY 

REVERSE 
TRIPLE-SPEED 
PLAY 





• When a picture is in the playback mode, the video can be 
viewed at variable speeds by rotating and holding the shuttle 
ring at different positions. 

• The figure on the left illustrates the action that will occur at var- 
ious positions. 

The VCR returns to the playback mode upon release of the shut- 
tle ring. 



2 DURING STILL MODE 



SLOW-MOTION 



REVERSE 
PLAY 

REVERSE 
TRIPLE-SPEED 
PLAY 




NORMAL 
PLAY 

DOUBLE-SPEED 
PLAY 



* When a picture is in the still mode, the video can be viewed at 
variable speeds, including slow motion, by rotating and holding 
the shuttle ring at different positions. 

• The figure on the left illustrates the action that will occur at var- 
ious positions. 

The VCR returns to the still mode upon release of the shuttle 
ring. 




HOW TO USE THE JOG RING 



The jog ring is the center dial of the jog-shuttle ring. This ring is 
used to advance or reverse the video by single field when in the 
still mode. 
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SPECIAL EFFECTS PLAYBACK (Cont'd) 



MAIN MENU 



MENU 

VCR SET UP 
REC MODE SET UP 
TIMER REC SET UP 
► SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



ALARM SEARCH MENU 



ALARM SEARCH 



PRESS REW OR FF 
TO BEGIN ALARM SCAN 



ENTER NUMBER 00 

TO BEGIN INDEX SEARCH 



(DOWN) (UP) 



(MENU) 



TO SEARCH ALARM RECORDING 



During STOP mode when the tape is inserted. 

1 Press MENU button and the main menu will appear. 

2 Press MOVE button to choose the SEARCHES SET UP 

item, and press repeatedly SELECT to choose options. 

3 Rotate and release the SHUTTLE ring to toward or reverse. 

The INDEX indicator will flash in the VCR indicator panel. Play 
for 5 seconds when detected alarm recording part and then 
searched to the next alarm recording part. 

4 Selecting SEARCHES SET UP brings up an Alarm Search 
Screen. Use the DOWN or UP buttons to select the number 
of indexes to search then, use the shuttle ring to advance or 
rewind the tape the number of selected search positions. 



TAPE COUNTER MEMORY FEATURE 




1 

Uh J 
> 1 


mi 

r -n n 
J -u u 


| CLOCK 


i 

Uh 
> 


m\ 

i -j n -n j 
1 •(_ u -u J 


I COUNTER 
T 


c 

o» n 


n • i r 

LI ■ I J 



REMAINING TIME 



CLOCK 
COUNT 
REMAIN 



STOP/EJECT 




REAL TIME COUNTER 



During PLAYBACK or RECORDING mode- 
Press the CLOCK/COUNT/REMAIN button. 

Whenever you press the CLOCK/COUNT/REMAIN button, time 
and counter are displayed alternately in the VCR indicator panel. 
When the COUNTER is displayed.... 

• Counter changes to CLOCK when the cassette is ejected. 

• The real-time counter does not operate when nothing is 
recorded on the tape. 



COUNTER MEMORY FUNCTION 



This function is only provided in COUNTER displayed in the 
VCR indicator panel. 

1 Begin recording or playing a tape. 
Continue to play or record. 

2 At the point where you want to playback to begin, reset the 
real-time counter to 0:00:00 by pressing the COUNTER 
CLEAR button. 

The VCR will stop at the COUNTER position 0:00:00. 

3 Press the STOP button when recording or playback finishes. 

4 Rotate and release the SHUTTLE ring to reverse. 



TAPE REMAINING 



This function allows the time of the remaining tape to be 
displayed during recording or playback. 

1 Press the CLOCK/COUNT/REMAIN button until the remain- 
ing time displays on the TV screen. 



2 Start recording or playback. 

• The remaining time is not display during "72H 
recording or playback mode. 



000H" 
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NORMAL RECORDING 







- 





PREPARATION 

• Turn on the power of both the VCR and the MONITOR. 

• If you have a TV instead of MONITOR, turn on the power of 
TV and then set the TV's source selector to VIDEO. 



rREC/PB SPEED-i 



DOWN UP 



\ 



STOP/EJECT 



1 Insert the VIDEO CASSETTE that the safety tab is in place. 

2 Press DOWN or UP to choose the desired recording. 

The selected time is displayed in the VCR indicator panel. 
6H-»1 8H-»30H-»72H-»96H-»1 20H-»1 68H-»240H^480H-» 960H^ 000H 

♦ If you select the "000H" of the REC TIME, the INTERVAL time 
mode is changed on the REC MODE SET UP menu as below 
to the second unit. 

1 SEC -» 3 SEC -» 5 SEC -» 15 SEC -» 30 SEC -» 60 SEC -» OFF 

4 I 

• If you select the OFF, this unit is recorded when the external 1- 
SHOT REC signal is input. 

3 Press the REC button. 
Recording will start. 

(The REC indicator will light in VCR indicator panel.) 

4 Press the STOP button to stop recording. 



To PAUSE the recording 



During the RECORDING mode... 

1 Press the PAUSE/STILL button to pause the tape. 

2 When you want to continue recording, press the 
PAUSE/STILL button again. 

• After 5 minutes in pause mode, the tape will be stopped 
automatically to protect the tape and the video heads. 




PLAY/REC CHK 



To Record Check 



When in record mode, pressing the PLAY/REC CHK should 
cause the unit to reproduce recently recorded video. 
During the RECORDING mode- 
Press PLAY/REC CHK to reproduce recently recorded video. 
After the Record Check, the unit return to the original record. 
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REPEAT RECORDING 




MAIN MENU 



MENU 

VCR SET UP 
► REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



REC MODE MENU 



REC MODE SET 


UP 


ALARM REC MODE 


6H 


ALARM DURATION 


1MIN 


1SHOT INTERVAL 


1SEC 


TRIGGER OUT 


1 FIELD 


SERIES REC 


OFF 


► REPEAT: 




STOP 


AT EOT. 


(MOVE) (SELECT) 


(MENU) 



This function is used to select options before starting a 
recording. 



Things to know before starting 



• Make sure a tape is in the each VCR and the safety tab is in 
place or the tape will be automatically ejected. 

• Turn on the power of both the VCR and the MONITOR. 



1 Press MENU button and the main menu will appear. 

2 Press MOVE button to choose the REPEAT OPTION item. 
And press repeatedly SELECT to choose options. 

• STOP AT EOT: Goes into STOP mode when it reaches end of 
tape in RECORD mode. 

' RE-REC EVEN IF ALARM: Rewinds tape and enters 
RECORD mode at beginning of tape even if there has been 
alarm. 

• REWIND, STOP: Rewinds tape and then enters STOP mode. 

• STOP IF ALARM: Rewinds tape and enters RECORD mode 
at beginning of tape, if there is an alarm record enters STOP 
mode at end of tape. 

3 Press MENU when finished. And press MENU repeatedly to 
exit menu screen. 

4 Press REC button. 

The VCR will start recording. 
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TIMER RECORDING 



This VCR can be programmed to record up to 8 programs. For 
absence recording, the timer needs to know the starting and 
ending times. 

PREPARATION 

• Make sure a tape is in the VCR and the safety tab is in 
place or the tape will be automatically ejected. 

• Turn on the power of both the VCR and the MONITOR. 

• If you have a TV instead of MONITOR, turn on the power of 
TV and then set the TV's source selector to VIDEO. 



MAIN MENU 



MENU 

VCR SET UP 
REC MODE SET UP 
► TIMER REC SET UP 
SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



TIMER REC MODE MENU 



SET DAY START END 

► lOFFl M-F 00:04 01:04 

OFF --- 

OFF --- 

OFF --- 

OFF --- 

OFF --- 

OFF --- 

OFF --- 



SPD 
30 
6 
6 
6 
6 
6 
6 
6 



(DOWN) (UP) (SELECT) (MENU) 



1 Press MENU and the main menu will appear. 

2 Press the MOVE button to choose the TIMER REC SET UP 
item. 

3 Press SELECT to enter the TIMER REC SET UP menu. 
The TIMER REC SET UP menu will appear. 

4 Press SELECT to move the SET item then press UP, 
DOWN to choose ON or OFF. 

5 Press SELECT to move next item and then set the next 
items (day, start time, end time recording hour) by using UP, 
DOWN and SELECT buttons. 

DAY option 

SUN-SAT: Same time once a week. 

M-F or S-S: Same time during Monday ~ Friday or 

Saturday ~ Sunday 
DLY: Same time(s) of every day 

Time recording hour (SPD) option 

6H^1 8H^30H-»72H-»96H-»1 20H^1 68H^240H-»480H^ 960H 




SET DAY START END SPD 


► OFF M-F 00:04 01 


04 [30] 


OFF --- -- 




6 


OFF 




6 


OFF --- -- 




6 


OFF 




6 


OFF --- -- 




6 


OFF 




6 


OFF --- -- 




6 


(DOWN) (UP) (SELECT) (MENU) 



6 Press MENU when finished. And press MENU repeatedly to 
exit menu screen. 



If you are finished programming and you want to set the VCR 
to record the programs you have entered. A) MAKE SURE 
YOU HAVE INSERTED A TAPE INTO THE VCR. B) YOU 
MUST PRESS POWER/TIMER BUTTON BEFORE IT WILL 
RECORD ANY TIMER PROGRAMS. (TIMER appears). The 
VCR is now set to record the preset programs. 
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SERIES RECORDING 




MAIN MENU 



MENU 

VCR SET UP 
► REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



REC MODE MENU 



REC MODE SET 


UP 


ALARM REC MODE 


6H 


ALARM DURATION 


1MIN 


1SHOT INTERVAL 


1SEC 


TRIGGER OUT 


1 FIELD 


► SERIES REC 


OFF 


REPEAT: 




STOP 


AT EOT. 


(MOVE) (SELECT) 


(MENU) 



Series Recording mode is convenient, when you record with 
more two VCR. If you have two VCR in series recording mode, 
The second VCR will start to recording automatically at the end 
of the first VCR recording. 



Things to know before starting 



• Before the series recording, refer to the page 12 in Series 
record connection 

• Make sure a tape is in the each VCR and the safety tab is in 
place. 

• The SERIES recording is not available when the Timer 
recording is stand by mode. 

• The SERIES and REPEAT OPTION on the REC MODE 
menu are not be set to ON mode simultaneously. 



1 Press MENU button and the main menu will appear. 

2 Press MOVE button to choose the REC MODE SET UP item 
then press SELECT. 

The REC MODE SET UP menu will appear. 

3 Press the MOVE button to choose the SERIES item. 
Press SELECT to choose ON. 

4 Press MENU when finished. And press MENU repeatedly to 
exit menu screen. 

5 Press REC button. 

The first VCR will start recording. 
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ALARM RECORDING 



MAIN MENU 



MENU 

VCR SET UP 
► REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
MAINTENANCE 
LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



REC MODE SET UP 



REC MODE SET 


UP 


► ALARM REC MODE 


6H 


ALARM DURATION 


1MIN 


1SHOT INTERVAL 


1SEC 


TRIGGER OUT 


1 FIELD 


SERIES REC 


OFF 


REPEAT: 




RE-REC EVEN IF 


ALARM 


(MOVE) (SELECT) 


(MENU) 



REC MODE SET UP 



REC MODE SET 


UP 


ALARM REC MODE 


6H 


► ALARM DURATION 


1MIN 


1SHOT INTERVAL 


1SEC 


TRIGGER OUT 


1 FIELD 


SERIES REC 


OFF 


REPEAT: 




RE-REC EVEN IF 


ALARM 


(MOVE) (SELECT) 


(MENU) 



Alarm recording will start, when the external alarm signal is 
input. 

This function can be done, when VCR is connected with 
switcher having alarm output terminal. 



Things to know before starting 



• Before the alarm recording, Refer to the page 12 in alarm 
record connection 

• Make sure a tape is in the VCR and the safety tab is in place. 



1 Press MENU and the main menu will appear 

2 Press the MOVE button to choose the REC MODE SET UP 
item then press SELECT. 

The REC MODE SETUP menu will appear. 

3 Press the MOVE button to choose the ALARM REC MODE 
item. 

4 Press and repeatedly SELECT to choose recording hours. 

The recording hour is changed as below. 
6H -» 18H -> 30H -» OFF 

4 I 

5 Press the MOVE button to choose the DURATION item. And 
press repeatedly SELECT to choose the desired duration of 
recording. 

The duration of recording is changed as below. 

1 MIN -» 3 MIN -» 5 MIN -» 10 MIN -» T.END -» 30 SEC 

4 I 

♦ If you choose the T.END, alarm recording is continued until 
tape is end. 
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ALARM RECORDING (Cont'd) 



MAIN MENU 



MENU 

VCR SET UP 
REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
► MAINTENANCE 

LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



MAINTENANCE 



MAINTENANCE 

ALARM RECALL 
POWER FAIL RECALL 
ELAPSED TIME 
► BUZZER ON 



(MOVE) (SELECT) (MENU) 



6 Press the MENU button and the main menu 



7 Press the MOVE button to choose the MAINTENANCE item, 
and then press SELECT. 

8 Press the MOVE to choose the BUZZER item. And press 
repeatedly SELECT to switch buzzer function during alarm 
recording. 

• While the alarm is in process, the buzzer will ring, if you want 
to stop buzzer, press CLEAR/BUZZER OFF button. 



9 Press MENU when finished. And press MENU repeatedly to 
exit menu screen. 

• ALARM indicator in VCR indicator panel are blink, when the 
alarm recording is proceeding. 



NOTES: 

• When you selected ALARM REC MODE is ON (6H, 18H, 30H), the 
ALARM indicator will light in VCR indicator panel. 



For example: When the Alarm REC MODE is set to 6H 



<> 


Record 
(6H - 960H mode) 


Record 
(6H mode) 


Record 
(6H - 960H mode) 


Record 
(6H mode) 
















Real Time s s > 
Record / 


Alarm \ 
Record / 


Real Time \. 
Record / 


Alarm \, 
Record / 











Record Start Alarm signal Alarm record Alarm signal 
is input duration is end is input 




CHECK THE ALARM RECORD INFORMATION 



MAIN MENU 



MENU 

VCR SET UP 
REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
► MAINTENANCE 

LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



MAINTENANCE 



MAINTENANCE 

► ALARM RECALL 

POWER FAIL RECALL 

ELAPSED TIME 

BUZZER ON 



(MOVE) (SELECT) (MENU) 



Use to check or cancel the ALARM RECORD INFORM, if you 
reserved alarm record function. 

1 Press MENU button and the main menu will appear 

2 Press the MOVE button to choose the MAINTENANCE item 
then press SELECT. 

MAINTENANCE menu will appear. 

3 Press the MOVE button to choose the ALARM RECALL item 



ALARM RECALL menu will appear. 



To erase the alarm record inform 



If you want to erase the alarm record information, please press 
the CLEAR/BUZZER OFF button. 

4 Press MENU when finished. And press MENU repeatedly to 



ALARM RECALL 

1 01/01/01 00:21:13 
► 2 01/02/01 04:07:37 

3 01/03/01 03:59:36 

4 ../../.. 

5 ../../.. 

6 ../../.. 

7 ../../.. 

8 --/--/-- --:--:-- 
(DOWN) (UP) (CLEAR) (MENU) 



NOTES: 

• Alarm record inform can be memorized up to 16, but only 8 can be 
displayed on the MONITOR. Press DOWN button repeatedly to see 
the next page. 




CHECK THE POWER FAIL RECALL 



MAIN MENU 



MENU 

VCR SET UP 
REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
► MAINTENANCE 

LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



MAINTENANCE MENU 



MAINTENANCE 

ALARM RECALL 
► POWER FAIL RECALL 
ELAPSED TIME 
BUZZER ON 



(MOVE) (SELECT) (MENU) 



POWER FAIL 
RECALL MENU 



POWER FAIL RECALL 
1 OFF 01/01/01 20:56:55 
ON 01/01/01 24:00:00 
►2 OFF 03/15/01 12:25:50 
ON 03/15/01 16:56:53 

3 OFF --/--/-- --:--:-- 
ON --/--/-- --:--:-- 

4 OFF --/--/-- --:--:-- 
ON --/--/-- --:--:-- 

(DOWN) (UP) (CLEAR) (MENU) 



Use to check or cancel the POWER FAIL RECALL while your are 
recording. 

1 Press MENU and the main menu will appear. 

; the MOVE button to choose the MAINTENANCE item, 



MAINTENANCE menu will appear. 

3 Press MOVE to choose the POWER FAIL RECALL item, 
then press SELECT. 



POWER FAIL RECALL menu will appear. 
• Power fail information can be seen up to 8. 



To erase the power fail recall 



If you want to erase the power fail recall, select to erase a power 
fail recall item then press the CLEAR/BUZZER OFF button. The 
power fail recall is erased. 

4 Press MENU when finished. And press MENU repeatedly to 



CHECK THE ELAPSED TIME 



MAIN MENU 



MENU 

VCR SET UP 
REC MODE SET UP 
TIMER REC SET UP 
SEARCHES SET UP 
► MAINTENANCE 

LANGUAGE ENGLISH 

(MOVE) (SELECT) (MENU) 



MAINTENANCE MENU 



MAINTENANCE 

ALARM RECALL 
POWER FAIL RECALL 
► ELAPSED TIME 

BUZZER ON 



(MOVE) (SELECT) (MENU) 



ELAPSED TIME MENU 



ELAPSED TIME 



DATE OF FIRST USE: 
01/01/01 



PERIOD IN USE: 

00003 HOURS 



(MENU) 
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Use to check the ELAPSED TIME while your are recording. 



2 Press the MOVE button to choose the MAINTENANCE item, 
then press SELECT. 

MAINTENANCE menu will appear. 



3 Press the MOVE button to choose the ELAPSED TIME item, 



ELAPSED TIME menu will appear. 

4 Press the MENU when finished. And press MENU repeated- 
ly to exit menu screen. 

ELAPSED TIME is to check the used time of head. 



SELF-DIAGNOSIS 



This function informs you of an error messages for solving the problems more easily. 
When the VCR malfunction, the error code is displayed in the VCR indicator panel. 



ERROR CODE TABLE 



DISPLAY 


DESCRIPTION 


INPUT SIGNAL 


CIRCUIT STATUS 


SERVICE POINTS 


r i 

L 1 


Loading Motor Error 


• Mode Switch 
S1,S2,S3,S4 

• Load Motor +, - 


• Mode Switch Position not 
changed within 6 seconds 
after cassette loading attempt. 


• Loading Motor Drive 
IC 

• Loading Motor 

• Mode Switch 


r j 

L L 


Tape Loading Error 


• Mode Switch 
S1,S2,S3,S4 

• Load Motor +, - 


• Mode Switch Position not 
changed within 6 seconds 
after cassette loading attempt. 


• Mode Switch 
contacts 


r ~i 

L J 


Tape Eject Error 


• Mode Switch 
S1,S2,S3,S4 

• CST IN Switch 

• Load Motor +, - 


• CST Switch muse be activat- 
ed within 3 seconds, other- 
wise unit shut down will occur. 


• CST IN Switch 
contacts 


E- L l 


Reel Rotational Error 


• Supply/Take-up 
Reel Pulses 


• CFG Signal present, but take- 
up pulses are missing. 
(Capstan motor running) 


• Capstan belt 

• Idler and reel gears 
damaged 


E-5 


Drum Motor Error 


• DFG Switch 


• Drum Motor (Slow Start) 

• Motor must be up to speed 
within 3 seconds of operation 


• Drum Motor and 
Control Circuits 



• When a malfunction occurs in the VCR, press the POWER button on the front of VCR to oper- 
ate normally. 

• An error message (Err) appears on the display continuously when the any button is pressed, 
contact your dealer or service center. 



ON-SCREEN MESSAGE 



DISPLAY 


CHECK POINT 


"NO TAPE" 


• Check if a Tape is inserted. 


"NO SAFETY TAB" 


• Check if a Tape has a safety tab. 


"NO VIDEO SIGNAL- 


• Check if a camera cable is correctly connected to VIDEO IN or 
problems with camera. 
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SERVICE GUIDE TABLE 



Unit is Hour. 



NO. 


DESCRIPTION 


1500 


3000 


5000 


6000 


7500 


9000 


10000 


12000 


1 


DRUM ASSY 


• 


• 


♦ 


• 


• 


• 


♦ 


• 


2 


ARM ASSY CLEANER 


▲ 


♦ 


▲ 


♦ 


▲ 


♦ 


▲ 


♦ 


3 


MOTOR CAPSTAN (D-33) 


• 


• 


• 


♦ 


• 


• 


• 


♦ 


4 


BELT CAPSTAN 
















♦ 


5 


BASE ASSY A/C 


• 


• 


• 


• 


• 


• 


• 


♦ 


6 


HEAD F/E 


• 


• 


• 


• 


• 


• 


• 


♦ 


7 


ARM ASSY IDLER 
















♦ 


8 


HOLDER ASSY PINCH 








♦ 








♦ 


9 


BAND ASSY TENSION 
















♦ 


10 


HOUSING ASSY 


▲ 


▲ 


▲ 


▲ 


▲ 


▲ 


▲ 


♦ 


11 


CAPSTAN SOFT BRAKE 








♦ 








♦ 



Reference: 

♦: Changing, •: Cleaning, ▲: Checking 
Notes: 

• Check the running path adjustment when you change the 1 , 3, 5, 6 and 1 0 item. 

• Check the back tension when you change Band Assy Tension. 



VIDEO HEAD CLEANING 




• Whenever a video cassette is inserted into or ejected from this unit the video head is auto- 
matically cleaned. 

• However, it is possible that the heads may become clogged when playing an old or damaged 
tape. If the image on your screen resembles the picture on the left while playing back a tape, 
the heads may require cleaning. 

• To clean the heads, obtain a head cleaning tape from your local video dealer. Follows the 
instructions that come with the cleaning tape, as excessive use can shorten head life. 



MOISTURE CONDENSATION 



If you pour a cold liquid into a glass, water vapor in the air will condense on the surface of the glass. This 
is moisture condensation. Moisture condensation on the head drum, one of the most crucial parts of the 
unit, will cause damage to the tape. 

When the VCR is exposed to a rapid temperature change from cold to warm, some condensation will occur. 
Under this condition, connect the power cord to the AC line, press POWER button on and allow at least 
two hours for the VCR to dry out. 
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TROUBLESHOOTING 



SYMPTOM 


CHECK POINT & CORRECTION 


Cassette cannot be inserted. 


• Load cassette in direction indicated by arrow on cassette. 

• A cassette is already in the VCR. 

• Check if power indicator is lit on the VCR indicator panel. If not, 
make sure power cord is plugged in. 

• If the |o"p| indicator flashes, press the POWER button again. 


The VCR will not 90 into the 
recording mode, even when 
REC button is pressed. 


• The cassette has had the erase prevention tab removed. Stick a 
piece of cellophane tape over the erase prevention tab hole or 
select a different cassette. 


No picture appears on monitor 
screen when PLAY button is 


• Try a different cassette tape. 

• Try to confirm the system connected right. 


No picture, but audio is clear. 


• The heads may require cleaning. 

• Take VCR to a qualified Service Center for service. 


Interference on playback 
picture. 


• Adjust fine tuning knob on monitor set to obtain best picture. 

• Adjust TRACKING control button. 

• Take VCR to Service Center for service. 


VCR does not start at preset 
record starting time. 


• Setup recording time according to instructions. 


The tape is ejected in the timer 
or alarm recording mode. 


• The cassette has had the erase prevention tab removed. Stick a 
piece of cellophane tape over the erase prevention tab hole or 
select a different cassette. 


|cro| indication flashes. 


• Insert a cassette. 



Using the RESET button (located at the rear panel of VCR) 

This button is used to solve the problem as following symptom; 

• When the power can not on, even if power cord is connected to the outlet. 

• When the VCR's display does not display. 

• When the VCR does not operate normally. 

- Use a pencil or ball-pen when you press the RESET button. 
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SPECIFICATIONS 



GENERAL 



Head System 

Power Source 

Power Consumption 

Back up time (clock) 

Dimensions (WxHxD) 

Operating Temperature 

Operating Humidity 

Timer 

Weight 

Maximum Recording Time 
Audio Recording 
Tape Width 
Rewind Time 
Video Signal System 

Video Input 
Video Output 
Signal to Noise Ratio 
Conventional audio 

Input (LINE) 

Output (LINE) 

S/N Ratio 

Frequency Range 



Four head helical scan azimuth system 
AC 120V, 60Hz 
Approx. 22 Watts 
2 weeks 

360 x 94 x 270 mm (14.2" x 3.7" x 10.6") 
5°C ~ 40°C (41 °F ~ 105°F) 
Less than 80% RH 
24-hour display type 
Approx. 3.8 kg (8.4lbs) 

6H,18H,30H,72H,96H,120H,168H,240H,480H,960H,000H 
6H, 18H, 30H 
12.7 mm 

About 65 seconds (T-120) 

EIA Standard (525 lines, 60 fields) 

NTSC type color signal 

1 .0 Vp-p 75 ohms unbalanced 

1 .0 Vp-p 75 ohms unbalanced 

More than 43 dB (6H mode) 

-6.0 dBm more than 47 kohms 
-6.0 dBm less than 1.5 kohms 
More than 43 dB (6H mode) 
200 Hz to 10kHz (6H mode) 



RECORDING MODE 

NOTE : The recording mode of this VCR indicates the recording time with T-120 cassettes. 
The recording times with T-120 and T-160 cassettes are as follows: 



REC/PLAY 


Actual REC/PLAY HOURS 


TAPE 


RECORDING 


NUMBER OF 


TAPE 


AUDIO 


MODE 


T-120 


T-160 


SPEED 


INTERVAL 


REC. FIELDS 


DRIVE 


RECORDING 


6H 


6H 


8H 


11 .12mm/sec 


0.0167sec/field 


60fields/sec 


Continuous 


Yes 


18H 


18H 


24H 


3.71 mm/sec 


0.05sec/field 


20fields/sec 


Continuous 


Yes 


30H 


30H 


40H 


2.22mm/sec 


0.08sec/field 


12fields/sec 


Continuous 


Yes 


72H 


78H 


104H 


0.93mm/sec 


0.2sec/field 


5fields/sec 


Intermittent 


No 


96H 


102H 


135H 


0.70mm/sec 


0.27sec/field 


3.75fields/sec 


Intermittent 


No 


120H 


126H 


168H 


0.56mm/sec 


0.33sec/field 


3fields/sec 


Intermittent 


No 


168H 


174H 


232H 


0.40mm/sec 


0.47sec/field 


2.14fields/sec 


Intermittent 


No 


240H 


246H 


328H 


0.28mm/sec 


0.67sec/field 


1 .5fields/sec 


Intermittent 


No 


480H 


486H 


648H 


0.14mm/sec 


1 .33sec/field 


0.75fields/sec 


Intermittent 


No 


960H 


966H 


1288H 


0.07mm/sec 


2.67sec/field 


0.38fields/sec 


Intermittent 


No 



* The above recording times are got the 960H model. Use 30H and 168H for the maximum 
record times for those models. 
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REMOTE CONTROL (OPTION) 




Notes on batteries 

O Do not insert the batteries into the 
remote control in the wrong direction. 

O Do not charge, heat, open, or short- 
circuit the batteries. Do not throw the 
batteries into fire. 

O Do not leave dead or exhausted bat- 
teries in the remote control. 

O Do not use different types of batter- 
ies together, or mix old and new bat- 
teries. 

O If you do not use the remote control 
for a long period of time, remove the 
batteries to avoid possible damage 
from battery corrosion. 

O If the remote control does not func- 
tion correctly or if the operating 
range becomes reduced, replace all 
batteries with new ones. 

O The batteries should last about one 
year with normal use. 



1. POWER TIMER button 

Press to turn the VCr or timer program on. Press 
again to turn it off. Indicators in the display win- 
dow will illuminate when the VCR is switched on. 

2. UP ► button 

The UP ► button is used to change settings in 
the menu mode, and to start the play function 
when the VCR is in operation. 

3. MOVE button 

This button moves the cursor position down 
when in the menu mode, and starts the rewind 
or review functions when the VCR is in opera- 
tion. 

4. DOWN button 

The DOWN A button is used to change settings 
in the menu mode, and to start the reverse play 
function when the VCR is in operation. 

5. REC button 

Press to begin recording. 

6. REC CHECK button 

Press to confirm the recording operation. 

7. CLEAR button 

Press to delete the information stored in the On 
Screen Menus, such as Alarm Recall, Power Fail 
and Timer Program. This button also silences the 
buzzer and stops alarm recording when held for 
3 seconds or longer. 

8. STOP/EJECT button 

Press to discontinue all tape related functions. 
Press again to eject the cassette. 

9. MENU button 

Press to display the menu on the monitor screen. 
Change the menu settings by pressing the 
MOVE, SELECT, DOWN and UP buttons. 
10.SEL^> button 

This button is used to select the settings values 
in the menu mode, and starts the fast forward or 
cue functions when the VCR is in operation. 

11. STILL button 

Press to freeze playback or pause recording. It 
moves forward a couple of frames with each 
additional press. 

12. SPEED +/- buttons 

Press to change the record or playback speed. 
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